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NATIONAL ADVISORY COMMITTEE FOE AERONAUTICS 

TECHNICAL NOTE 2373 

PRACTICAL METHODS OF CALCULATION INVOLVED IN THE EXPERIMENTAL 

STUDY OF AN AUTOPILOT AND THE AUTOPILOT-rAIRCRAET COMBINATION 

By Louis H. Smaus and Elwood C. Stewart 

SUMMARY 

Practical methods are presented for making the various calculations 
required for the analysis of an autopilot and an autopilot-aircraft com- 
bination from frequency-response data. Equations are derived for deter- 
mining the servo-system error voltage for both displacement input signal, 
and displacement plus rate of displacement input signals, the autopilot 
frequency response for addition of rate of displacement input signal, 
the servo—system frequency response for a change of gain, and the rela- 
tion between open—loop and closed—loop frequency responses for the 
servo system and for the autopilot-aircraft combination. Where possible, 
comparisons are made between experimental data and calculated responses 
using the equations developed. 

INTRODUCTION 

The concept of predicting the dynamic stability of an autopilot- 
controlled airplane from the individual frequency responses of the auto- 
pilot and aircraft is well known. The basic theory may be readily 
obtained from texts on servomechanisms such as reference 1 and has been 
applied in several NACA reports, of which reference 2 gives a compre- 
hensive survey of the techniques developed and a bibliography of the 
field. However, in the course of conducting experimental work to eval- 
uate and analyze the performance of a particular autopilot—aircraft com- 
bination it was found necessary to derive from the basic theory several 
analytical methods and formulas for handling experimental data. The 
combination studied is typical of autopilot-aircraft systems, being of 
the position—control type which is characterized by feedback of angular 
displacement and rate of angular displacement. Hence, the methods and 
formulas should prove useful to others investigating similar systems. A 
block diagram showing the components of such a system is given in 
figure 1. 

One limitation to predicting stability by the usual methods is that 
the theory applies only if the entire system is linear in operation.  In 
practice, the system is linear only over a limited range of operation and 
it becomes important to know the extent of this range in order that data 
may be obtained for the system in linear operation. A common source of 
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nonlinearity occurs in the servo system and is referred to as saturation. 
When a certain level of servo—system error voltage (voltage input to the 
servo amplifier) is exceeded, one or more components exhibit saturation 
and the output—input relation is no longer linear. Although the error 
voltage can be measured directly when obtaining the frequency response 
of a closed—loop system, frequently it is easier to determine its limit- 
ing value by making a few sample calculations using the input and output 
data. Formulas are derived for the calculation of error voltage for 
either displacement signal or displacement plus rate of displacement 
signal. Thus, input signals to the autopilot may be chosen such that 
the servo—system error voltage does not exceed the value which would 
cause partial saturation, and the entire system will operate in the 
linear range. 

When the autopilot is combined with the aircraft, an additional 
signal, the command input signal to the combination, affects the error 
voltage to the servo amplifier. The error voltage for this case is 
treated in the discussion of the complete system. 

The most accurate way of determining the frequency response of the 
autopilot where both displacement and rate gyros are used is to mechan- 
ically oscillate the gyros. Rot only does this require an oscillating 
table drive but a great many tests have to be made to adequately cover 
the range of possible values of displacement and rate. Hence it may 
prove expedient to calculate the rate response for any desired amount of 
rate signal from the gyro characteristics and the measured servo—system 
response for displacement signal only. The response for displacement 
signal only can be readily determined using a sine-^wave generator to 
simulate the electrical signal from the displacement gyro. From rela- 
tively simple measurements of the rate gyro its steady—state character- 
istics may be obtained. The natural frequency and damping ratios are 
usually such that the variations of phase angle and amplitude ratio are 
negligible over the frequency range of interest for the autopilot- 
airplane combination. The method for computing from the above data the 
autopilot frequency response for various amounts of displacement and 
rate of displacement is given. 

In a stability analysis of the entire system, conditions for com- 
bining autopilot and aircraft responses might necessitate obtaining a 
servo response at some particular value of servo—loop gain for which 
tests were not made. This may be the case when the stability of the 
autopilot-aircraft combination is controlled in part by the servo 
follow-^ip potentiometer which at the same time alters the servo—system 
gain. It then becomes convenient to be able to calculate the servo 
response at this new value of gain using the data obtained with some 
other value of gain. Equations are derived for performing this opera- 
tion directly without the usual necessity of converting the closed—loop 
servo response to open—loop, changing gain, and converting back to 
closed—loop. 
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Finally, in working with any closed-loop system, it is usually 
necessary to know the relations between open—loop and closed—loop condi- 
tions. In the case of the servo system for which the closed-loop 
response is determined, ordinarily it is desirable to know approximately 
the form or order of the equation associated with the system. This 
information can he seen from a plot of the open—loop response. As far 
as the autopilot-aircraft combination is concerned, it is often necessary 
to determine the closed-loop response from measurements of the component 
responses. Conversely, if the closed—loop response is measured in 
flight, it is generally desired to convert to the open-loop response to 
check on the relative stability. The relations for carrying out these 
analyses are given. 

DEFINITIONS AND SYMBOLS 

Frequency response: A frequency-dependent vector response of the output 
of a system to a sinusoidally varying input function, expressed quan- 
titatively by a plot of amplitude ratio and phase angle versus 
frequency 

Amplitude ratio: The ratio of the output amplitude to the input ampli- 
tude, lor a closed—loop system this is ordinarily converted to 
dimensionless form by dividing by the amplitude ratio at zero 
frequency 

Phase angle: The angle between an output vector and input vector. When 
the output leads the input, the angle is positive 

Closed—loop response: The frequency response of a closed—loop system, 
that is, one which possesses feedback and is sensitive to the differ- 
ence between output and input 

Open-loop response:  The frequency response of an open-loop system 

Servo system:  That part of the autopilot composed of the amplifier and 
servo actuator or motor and its own feedback loop 

Autopilot:  The aircraft stabilising device composed of the servo 
system, the error—measuring component, and other feedback elements 

Voltages, angular displacements, and transfer functions: Vector quanti- 
ties having amplitudes and phase angles, unless otherwise noted 

A    open-loop transfer function of servo system 

Aa   transfer function of servo amplifier 
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A-^   open—loop transfer function of autopilot-aircraft combination 

( VVr >|   ( 9+e* 

Am transfer function of servo motor or actuator 

Ar transfer function of rate gyro 

e 2.718... 

f frequency, cycles per second 

3 J~-l 

kp follow—up pickoff constant, volts per degree 

k displacement gyro constant, volts per degree 

k^   static control gearing, ratio of control—surface deflection to 
angular—displacement input to autopilot, degrees per degree 

kp   rate—gyro constant, volts per cycle per second per degree 
oscillation 

N    ratio of two open—loop transfer functions with different values of 
gain 

Pa gain of amplifier attenuator, percent 

Pf gain of follow-up attenuator, percent 

Pr gain of rate-gyro attenuator, percent 

R amplitude ratio of closed—loop servo response, dimensionless 

E^r  amplitude ratio of autopilot response when rate of displacement 
input signal is included, dimensionless 

(t)  function of time 

ve   error signal of servo system, input to amplifier attenuator, volts 

vec  error signal of servo system for the autopilot-aircraft combina- 
tion, volts 

ver  error signal of servo system when rate of displacement input 
signal is added, volts 
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vf 

Yfr 

v 
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vi 

VI 

vr 
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e e 

eer 

ef 

efe 

efr 
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error signal of autopilot-aircraft combination (V-v Y volts 

feedback voltage of servo system, volts 

f™ Ä;fvST SySt6m "hen rate °f *^™ input 
displacement gyro output, volts 

input signal to servo system, volts 

input signal to autopilot-aircraft combination, volts 

rate gyro output, modified by rate attenuator, volts 

control surface deflection, degrees 

Phase angle of ve relative to v^ degrees 

phase angle of ver relative to 0, degrees 

phase angle of Vf relative to v±, degrees 

Phase angle of vf relative to ve, degrees 

Phase angle of vfr relative to 0, degrees 

phase angle of vr relative to 0, degrees 

angular displacement, attitude of aircraft, degrees 

error angle, degrees 

hypothetical input angle to servo system, degrees 

input angle to autopilot-aircraft combination, degrees 

hypothetical rate feedback angle, degrees 

angular frequency, radians per second 

See 
> diagram 

on 
page 18. 

J 

Subscript 

max  maxi^ amplitude of a variable denoti 
mg a scalar quantity 
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AEALTSIS 

Servo-System Error Voltage 

analysis it is necessary to limit «»«"^    ^       ^e error 

response as follows: 

Wit, reference to figure 1 the errorJ^£^%S£kftSt 
alone is the difference between the input and follow up v 

ages; 

where 

or 

= v, - vf 
(1) 

and yf are vector quantities with phase angles measured 
wnere ve au.u.    vr — 
relative to the input vector *!• 

The closed-loop response of the servo system is 
.._-_. i + +~ tr.hr.     since v-p 

S/u hut in dimen- 
.The closea-ioop x-«ö±^- ~   ---  -- .      - p_k-5:    The nondimen- 

sionless form is equivalent to    vfh±    since    vf        rf f 
siomess ior H X      easier to obtain experimentally, 
sional form is preferred sin c*f ^%*f ^lculations involved in an 
Furthermore, from the st^°f* °*^ °fthe actual response into a 
analysis it is more convenient to sepa^e^e^ctu    fQJ) ^ a con- 
frequency-variant characteristic  (the ^^°^der siatic conditions, 
stant quant it atively relating ^^^SLa-loap response may he 
The amplitudLratiOQand f^^^^^  so tnat 

(2) 

The amplitude ra.iu «^ r    respectively,  so that 
represented by   E    and    ef, respectively, 

or 

then 

vhere 

Jf _ 
vi 

Ee 

Vf  = v 
J6f 

±Ee 

ve = vi 
j£f 

- v^e 

= v. 

= vt 

(1-E cos  ef- JE sin 

ef 

.%) 

7l + E2- 2E cos e 

—tan 
3.     E sin €f 

1- E cos e f 

(3) 

Je« 

(M 

(5) 

(6) 
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Inspection of equation (5) shows that for a given input signal the 
magnitude of the error voltage increases as the magnitudes of the closed- 
loop response and phase angle increase. Thus, the error voltage will be 
small at very low frequencies and increase to a peak near the resonant 
frequency. Ultimately, at high frequencies where the response magnitude 
diminishes to zero, the error voltage approaches the input voltage in 
magnitude. 

Displacement plus rate of displacement input signal.— The response 
to displacement plus rate of displacement input signals may be deter- 
mined by sinusoidally oscillating the displacement and rate gyros, con- 
sidering 0 as the input. To compute the error voltage for this condi- 
tion it is first necessary to develop an expression for the rate signal. 
If the rate gyro is p'^sumed to be rocking with a motion 

0(t) = ^max s*n ^ 

the corresponding rate equation is 

——- = üü9m„_ cos ait (7) 
dt     "^ 

For the frequency range of interest, gyro resonance effects are nearly 
always negligible so that the output voltage is related to the rate of 
angular motion of equation (7) by a constant k,,: 

vr(t)  = kpf Sjjjg^ cos cut 

Usually this output is modified by an attenuation factor Pr that 
governs the amount of rate signal, that is, 

vr(t) = Prkrfei71A-!r cos art (8) 

Since ©m^ cos cut represents the vector 0 shifted in phase «/2 
radians, equation (8) may be written in vector form as 

vr = Prkrf0e 
2 

In the practical case the rate-gyro phase angle may not be 90 as 
indicated above. Hence, the general symbol er will be used for phase 
angle. Then j6 

vr = Pj.kj.f0e (9) 

= PrAr0 (10) 

in which Ar = krfe 
r is the transfer function of the rate gyro. 
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The autopilot response is defined as the control—surface motion per 
unit angular input to the gyros. For the case of displacement plus rate 
of displacement input signals the autopilot response.is (8/ö)r. The 
addition of the subscript r here and in the following equations indi- 
cates that the quantities are measured with rate signal present. The 
quantity Vg may be considered the equivalent electrical input to the 
autopilot since it is directly related by a constant kg to the actual 
input 0 and is in phase with 0, dynamic effects of a displacement 
gyro being negligible in the range of frequencies considered. The term 
vfr may be used to represent the equivalent electrical output of the 
autopilot when both displacement and rate gyros are sinusoidally oscil- 
lated. Hence, the autopilot response may be designated as Vfr/vg 
which is the nondimensional form usually obtained from measurements. 
Resolving into amplitude and phase components, this response may be 
written 

<fr 
j£fr 

(11) 

The basic equation for the error voltage is 

ver = vg + vr - vfr 

The substitution for vr from equation (9) and Vfr from equation (ll) 
gives 

ver = vg + Pj.kj.f0e 

By substitution of v~/k„ for 0 

Jei 
7„ B g "fr 

jefr 

er  "g 
Prkrfvg je je„. 

v„ + -i—T—a e   — v_ E^„ e  IT 

(12) 

The magnitude of the error voltage could be found from this equationQbut 
if, as is usually the case, the rate-gyro phase angle is close to 90 
the error voltage simplifies to 

ver = vg (1 - Efr cos efr) - j  /Efr sin efr 

= vg (E + JF) 

from which the magnitude,   of the only interest here,  is 

Prkrf 

(13) 
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|ver| =   |vg|yE2 + F2 (lk) 

The expression for the error voltage existing in the autopilot- 
aircraft closed loop is derived in a later section covering the 
autopilot-aircraft combination. 

Autopilot Response With Displacement Plus Eate of 
Displacement Input Signal 

From the experimental closed—loop response for displacement signal 
only, it is possible to calculate the autopilot response for any amount 
of rate signal within the linear operating range. The resultant 
response may be used in autopilot-aircraft loop calculations as shown in 
later sections. The autopilot response as defined previously is the 
control-surface motion per unit angular input to the gyros and may be 
represented by (8/0)r. Here, again, the subscript r is used to denote 
the condition when rate signal is present. Then, referring to figure 1, 

e)r     \  vi A eX 

-i~)   (ks + PrAr) 

In order to obtain the responses in nondimensional terms, substitutions 
are made for 8 and 0 from the relations Vf = kfPf8 and vg = kg0. 
Hence, 

Simplifying, 

CktfF ^li = *Pf^T (Wr) 

Yf\      vf ^y-PrV 
vg/r  vi 

The term (vf/vg) , representing the desired nondimensional response of 

the autopilot, may be written as Vfr/vg. Therefore 

vfr  vf /   ^r^ 
vg   "i \   "g -S(i-H?; 

Equation (15) gives the autopilot response for displacement plus rate 
of displacement in terms of the servo—system response and the relative 
amount of rate to displacement signal. This equation can be expanded 
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to give the amplitude and phase responses: 

= EeJef   f   1 
PA 
% 

ajer 

= Be JGf 1 + V^r cos  €™ + j 
PA sin e 

BfreJefr 

from which 

Bfr = E    /  1 + 

PA 

;fr " cf 
e-p + tan —l 

+ 2 
PA 

*g 

prAi 
sm e. 

1 + 
PA 

kg 

COS   6, (16) 

(17) 

COS  €. 

If the rate-gyro phase angle is constant at 90°,  equations  (l6)  and (17) 
reduce to 

E fr 
pr*r (18) 

fr 6j + tan —l 
prAi (19) 

A comparison of calculated with experimental values of autopilot 
frequency response for combined displacement plus rate of displacement 
input is given in figure 2. The amplitude ratio and phase-angle curves 
for zero-rate signal were obtained experimentally by running a frequency 
response on a typical autopilot servo system. By substitution in equa- 
tions (l6) and (17) of the data obtained from the zero rate signal 
curves, the response curves for two values of Pr were obtained.  (The 
values of Pr = 8 percent and 20 percent gave values for PjAy/kg of 
0.83f and 2.07f, respectively, up to a frequency of 1.2 cycles per 
second. At higher frequencies the amplitude of Ar departed from its 
linear relationship with frequency and the actual measured values were 
used in the calculations.) The experimental points shown for the rate 
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sinu— signals were obtained by oscillating displacement and rate gyros 0illli- 
soidally and feeding their electrical outputs simultaneously to a servo 
system. 

It is seen that agreement between calculated and experimental 
values is very good up to a frequency of about 1.5 cycles per second. 
The reason for the dropoff of experimental values beyond this frequency 
is found in the saturation of the servo amplifier with relatively large 
error voltages. The error voltage for each condition of rate was calcu- 
lated from equation (lk)   and is shown at the bottom of figure 2. The 
nonlinearity level is indicated to show the point at which saturation of 
the amplifier begins.  It is seen that the amplifier begins to saturate 
in each case at about the frequency at which the experimental response- 
amplitude -ratio values start to fall off. 

Closed-Loop Servo-System Eesponse for Any Value of Gain 

Closed-loop frequency-response tests of servo systems are generally 
made at several values of gain, but it is obviously impractical to con- 
duct measurements at all possible values. It is helpful to have a 
method for calculating the response at any value of gain from the 
response at some particular gain setting. The usual, and laborious, 
method is to convert the closed-loop response to the equivalent open- 
loop response, change the gain to the desired value, and then calculate 
the new closed-loop response. The method derived here gives the desired 
response directly in terms of the original response and the ratio of 
gain values. 

The gain of an open-loop system is defined as the frequency invar- 
iant portion of the open-loop transfer function. This transfer function 
is the product of the individual component transfer functions and for 
the servo system in figure 1 is PaAaAmkfPf. The symbols Aa and Am 
represent the complex transfer functions of the amplifier and motor or 
actuator, respectively. The feedback-pickoff constant is kf, while 
Pa and Pf represent the values of gain associated with the amplifier 
input and follow-up attenuators. It is by means of either of these two 
attentuators that the gain of the system is commonly varied in operation, 
and their effect on the open-loop response is independent of frequency. 

For a given condition of gain denoted by the subscript 1, the 
closed-loop response from elementary servo theory is given by 

Vfx   Ai 
vi T+Ä7 (20) 

where Ai is the open-loop transfer function for condition 1 of either 
ra    or Ff-    Similarly, for the new desired condition 2, 
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Ag 

1+A. 
(21) 

'i   -"'^2 

It is convenient to define N as the ratio of gains, that is, 

A2 

Ai 

which is simply the ratio of T&2    to Pai or Pf2 to Pfl if 

other components are held unchanged in value. Substituting A2 
equation (22) into (21), thus eliminating A2, 

(22) 

all 

from 

vf2   NA] 
1+ffii 

(23) 

From equation (20) 
vf 
  + Ax (   = A- 

and 
vfx/

vi 
Ä1 ~  l-(vfi/vi) 

which, when substituted into equation (23), gives 

vf; N 
vfi 

vfi m 
The transfer function vf /vi is the complex vector Eie Xl. 
tuting this expression for vf /vi in equation (2h), 

vf2 NExe J
£fi 

1 - R;iejefi+N Eie^fi 

(24) 

Substi— 

N Exe J
efi 

1 + Ex  (H-l)  cos ef + J Bi  (N-l)  sin efi 

(25) 
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U        NBie
Jf2 (26) 

Yi yz2+T2 

where 

ef2   
= efi _ tan x Y (27) 

and X and T are the real and imaginary parts, respectively, of the 
denominator of equation (25). 

A comparison of calculated with experimental values of frequency 
response for a change of gain is given in figure 3- By substitution in 
equations (26) and (27) of the values for amplitude ratio and phase 
angle from the zero—rate signal curves of figure 2, a new response was 
obtained for a value of gain differing from the original value by a fac- 
tor of 2.17. The curves for this response are shown along with points 
determined experimentally by operating the servo system at the increased 
value of gain. Agreement is seen to be quite good. 

Open—Loop and Closed—Loop Relations 

General concepts of open—loop and closed—loop responses and their 
interrelation have been treated in servomechanism literature.  It is 
the purpose in this section to apply these relations to a typical 
autopilot-aircraft system as diagramed in figure 1. It can be seen 
from this figure that two closed—loop systems are in evidence. 

The first or inner loop is the servo system alone with v^ as the 

input,  5 as the output, and Vf as the feedback path. Once its 
closed—loop response has been determined, the servo system may be 
represented by a single "black box," provided it is stable, and it 
becomes one of the components in the outer loop. The outer or autopilot- 
aircraft loop, then, consists of the servo system and aircraft in series 
in the forward part of the loop and the displacement and rate gyros in 
the feedback path. 

It should be noted that, although the servo system is a relatively 
simple loop, the combination is not, since it contains a dynamic element 
in the feedback path. For the servo system the responses S/VJ[ and 

v-f/v^ are dynamically the same, differing only by a constant Pfkp. 

For the autopilot-aircraft combination, however, the closed—loop 
responses (vg+vr)/vj and ö/vj differ dynamically due to the feedback 

term Ar which is frequency dependent. Hence, in this case, the open- 
loop response can be obtained from the flight closed—loop response 0/vT 

only if the rate feedback transfer function PrAr is also known. 



2k NACA TN 2373 

In analyzing an existing closed-loop system it is generally not 
feasible to measure the open—loop response directly. This is due to the 
very large output magnitudes obtained at low frequencies and because of 
the inherent drift in the components. Therefore the open-loop response, 
when required, is calculated from the corresponding measured closed-loop 
response. Conversely, when a system is synthesized from the responses of 
the several components, it is the open-loop response which is obtained 
directly. If the corresponding closed-loop response is desired, it is 
then necessary to calculate it from the open—loop response. 

The open-loop and closed-loop relations for the servo system are 
given mainly for completeness since they are already thoroughly treated 
in the literature. The relations for the autopilot-aircraft combination 
in terms of quantities experimentally determined are not well known and 
are fully developed in the following paragraphs. It is, of course, 
necessary that the calculations be restricted to the linear operating 
range of the various components which is limited by the value of servo- 
system error voltage at which saturation of one of the components begins 
to occur. The expression for the error voltage for the autopilot- 
aircraft combination is therefore derived. 

Servo system.- With reference to figure 1, the open-loop response 

of the servo system alone is vf/ve and is designated by the symbol A. 

The nondimensional closed—loop response is v^/v^ and is given in terms 

of the open—loop response by the relation 

vf _ A 
v-? ~~ 1+A 

(28) 

The open—loop response in terms of the measured closed—loop response is 
then given as 

Vf   Ä      Vf/Vi 
Ve        1 - lVf/Vi) 

Bej€* 

(29) 

- -R*jGf 1 -Ee 

e 1e 
V(l-^l cos ef )2 + (E sin ef )2 

V / 1  xT32  <-SD  «*>,-. C  _ f sf 
.**• (30) 

1+E -2E cos £f 
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where 

efe = ef + ^an 
_i  B sin £f 

= £f + sin —1 

1 — E cos ef 

E sin Gf 

(31a) 

</(l-B cos ef)
2 + (E sin ef)

2 

= e~ + sin —1 0?isin e0 (31b) 

Information on the system characteristics can be obtained readily 
from a logarithmic graph of the open—loop response amplitude versus fre- 
quency. A slope of —1 on this type of plot represents a first—order 
term, since each doubling of frequency results in a halving of the magni- 
tude. Similarly, a slope of —2 represents a second—order term since 
doubling the frequency reduces the magnitude to one—fourth its original 
magnitude, and so on. Inasmuch as the log of the amplitude is usually 
plotted on a uniform scale with frequency on a log scale, a unit of 
logarithmic amplitude is desirable. The decibel is commonly used 
because of the carry-over of feedback amplifier theory from communications 
engineering. The value in decibels in this case is equal to 20 times the 
logarithm of the amplitude ratio. However, there appears to be no valid 
reason for continuing its use, and a relatively new term, "loru," imply- 
ing one logarithmic unit, is preferred. The value in lorus is simply 
the logio of the amplitude ratio. Therefore, slopes of -1 and -2 
correspond, respectively, to one or two lorus per frequency decade.  In 
communications work and most servomechanism texts, these slopes would be 
referred to as -6 and -12 decibels per octave (reference 1, p. 241). 

The open—loop response magnitude, then, may be expressed logarith- 
mically in lorus as 

Vf I 

Te log10 
= logio 

E 

./ 1+E -2E cos e. 

)lorus (32) 

For convenience, the expression in terms of decibels is also given 
as 

ve db 
= 20 loglo 

E 

/ 1+E - 2E cos e. 

decibels (33) 

The open-loop response for the servo system considered in the 
examples of the preceding sections was calculated from equations (31) 
and (32) using the values from the zero-rate signal curves. These cal- 
culated points are shown in figure k.    The straight-line asymptotes are 
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drawn with slopes of -1 and -2 lorus per decade representing the effects 
of first- and second-order terms, respectively, of the characteristic 
equation for the servo system. It is apparent that the servo "behaves as 
a second-order system in the frequency range shown, except at very low 
frequencies. The falling off in amplitude may be attributed to the fact 
that the experimental phase-angle curve in figure 2 levels off at about 
6° at low frequencies instead of approaching zero. It can be seen from 
equation (30) that too large a phase angle ef would cause a falling 
off of the open-loop amplitude vf/ve. 

Autopilot-aircraft, open- and closed-loop responses from component 
values.- In synthesizing the autopilot-aircraft combination, the open- 
loop response is obtained by multiplying together the individual compon- 
ent transfer functions. In this case the servo-system closed-loop 
transfer function, in terms of B/v±, represents one of the components. 
The closed-loop response for the combination, again referring to figure 1, 
may be considered to be e/Sj where 0j represents a hypothetical 
angular input to the system. In practice, a voltage Vj is used for 
the input and is made equivalent to 6j    by use of the displacement gyro 
constant kff. The input voltage to the servo system is 

Ti = VI — (Yg  + vr) 

= vj - (kg0 + P^e) 

The expression for the forward part of the loop is 

9  =  (S/vi) (e/s) vj 

Combining these two equations to eliminate r± 

e = vj (s/vi) (e/8) - e (kg + prAr) (s/vi) (e/s) 

The closed-loop response is then 

0 (6/vj)  (e/s) 
v^ " 1 + (kg + PjArJ  15/Vi)   (ö/ö) 

In order to obtain the nondimensional closed-loop response    e/e-j-, vj    is 
made equal to    ]s.„ej    so that the preceding equation becomes 

S x 

Q  _       kg (5/vj) (e/s)  (3^ 

6T     1 + (kg+PyAr) (sM) (e/s) 

Although this, equation can be used in its present form,  it is more 
convenient to express  it in terms including an over-all gain factor and 
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a nondimensional servo response. The concept of static control gearing 
kp is introduced to represent the autopilot gain factor which is varied 
in the open—loop response for the purpose of altering the relative 
stability of the autopilot-aircraft combination. The static control 
gearing is defined as the ratio between control-surface deflection and 
angular attitude input to the autopilot at zero frequency. Thus 

kP = 

From figure 1 it can be seen that    Vf 
tuting for    6    and    0 

PfkjS    and   v„ V' Substi- 

kP = 
^ (S 

Ff1*/ f = o 

Since, at zero frequency, vr = 0 and v-p = v~, 

P  Pfkf 
(35) 

As indicated in previous sections, the closed—loop servo—system response 
that is measured is Vf/v±    which is equal to Pfkf (b/v±).    By substi- 
tution of these relations in equation (3*0> 

*g 
Pfkf 

(vf/Vl) (e/B) 

1 + 
xg 

Pfkf 

or 

1 + (^)](VfAi) (9/5) 

kp (vf/vi) (0/5) 

1 + h 1 + (PjAp/k ) 

(36) 

(vf/v±) (0/8) 

The expression 1 + (P_Ar/k_)  (v^/vj^) has been shown in equation (15) 

to be the autopilot rate response so that the experimental values can be 
used for this factor if the rate attenuator is at the value desired. 

In terms of angular input, error, and output, equation (36) repre- 
sents a system which may be diagrammed as follows: 
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9E         0i 
kP 

vf 

vi 

6 0 
5 

e 

0r PJAJ. 

kg 
 -^ ■ 

^ e 
1 ^        , ., 

This type of sketch is helpful in visualizing the autopilot—aircraft 
combination and its feedback loops in terms of angles with the control 
gearing kp as the gain parameter.  It should be noted, however, that 

varying kp will also vary either the servo response vjAi or the 
relative amount of rate to displacement feedback response PrA.r/kg, 
depending on whether P^kj. or kg is changed. 

With a multiloop system such as shown in the sketch, it is possible 
to write more than one open—loop expression depending on where the loop 
is opened. However, in order to apply the Nyquist criterion to a polar 
plot of the open—loop response, it is necessary that any inner loops 
included in the function be stable. Hence the response ö/öj-, which 

does contain an inner loop, cannot be used unless it is known that the 
inner loop 8r/ei    is stable. By breaking the loop at 9±    this diffi- 

culty may be eliminated. A single loop with two parallel arms then 
results and the desired open—loop response for the combination is simply 
the product of the various transfer functions around the loop, the 
transfer function of the two parallel arms being the sum of the two 
individual transfer functions. From the above figure it can be seen 
that the open—loop response after rearranging the order of the terms is 

e+e, 
kp (1 + 

PrAr\/vf \ 
(37) 
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Written in this fashion, the gain function kp appears first fol- 

lowed by the autopilot transfer function (l + PrAr/kg)(Tf/yi) and the 

aircraft transfer function (0/5). By reference to figure 1, it will be 
recalled that the servo-system transfer function vf/v.^ contains an 

inner feedback loop. However, most autopilot servo systems are designed 
to be stable, and this analysis is then applicable. 

Autopilot-aircraft, open—loop response from closed—loop response in 
flight.— When the response of a complete autopilot—aircraft combination 
is measured in flight, the closed—loop response in terms of Q/Q-T    is 
normally the measured quantity. The open—loop response AL may then be 
calculated provided the rate component in use, if any, is known. Equa- 
tions (28) and (29) relate the open- and closed—loop responses for the 
servo loop. The same relations apply for the autopilot-aircraft loop 
diagrammed on page 18 if the corresponding quantities AL and (9+8r)/9j 
are used, respectively, in place of vf/ve and v^/vj. That is, 

e+er 

0T ' 
AT. = hrrTr^ (38) L / 0+0-1 

-G?) 
Ordinarily    0/0j    is measured rather than    (0+0r)/0j.    From the diagram 
on page 18 it is immediately apparent that    0r    is equal to    (PrAr/kg)0. 
By substitution of this value for    0r    in equation (38), the desired 
open—loop response is given by 

0+(PrAr/kg)0 

~I AL = "  
0+(PrAr/kg)0 

1 ST5" 

j-    1 +(PrAr/kg) 
I 

(39) 

eI   L 
1 + (P^r/kJ 

Autopilot-aircraft, error voltage.- In order to determine if a given 

autopilot and aircraft combination will operate within the linear range 
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for a given input voltage, it is again necessary to calculate the error 
voltage to the servo-amplifier attenuator in a manner similar to the 
case of the servo alone. Referring to figure 1 and adding the subscript 
c to designate the value for the combination, the equation for the error 
voltage is t 

'ec = Vi - vf 

= Vi 
«- 

~ ^„  + vr> 1 - (vf/r±) (ho) 

The term vg + vr may be considered the output of the over-all loop 

which includes the aircraft and which has unity feedback, the gyros now 
being in the forward part of the loop rather than the feedback portion. 
This output is then equal to the input vj multiplied by the new 
closed—loop transfer function (vg + vr)/vj. Since the open—loop 
response is unchanged regardless of where the loop is opened, the expres- 
sion from equation (37) may be used and the new closed-loop response is 

vg + vr 
1 + A, 

Substituting for    vg + vr    into equation (4o) 

'ec VJ-VJ 
1 + AL 

1  -  (Vf/Vi) 

VI 
1   + AT 

1  -   (Vf/vi) (M) 

Substituting   Re^ef    for    vf/vi    and   |AL|  eJ L    for   AL    and resolving 
the numerator and denominator into their real and imaginary components 

vec 
1 - E cos Gf - j E sin ef 

1 + |AL| COS €L + j   |AL| sin eL 

Since only the magnitude of the error voltage is of interest here, it is 
given by 
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'ec 
1 + R2 - 2R cos ef 

=   Vi 

1 +   AT -+ 2 
(h2) 

cos e-, 

By reference to equation (5), it can be seen that the expression 
for vec represents the error voltage of the servo system alone divided 
by a factor related to the autopilot-aircraft open—loop response. By 
inspection it can also be seen that at zero frequency the error voltage 
is zero and at very high frequencies, where the amplitude ratios are 
negligible, it is essentially equal to the input voltage. In between, 
however, it is possible for the error voltage to exceed considerably the 
input voltage. 

Ames Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 

Moffett Field, Calif., March 15, 1951. 
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Figure 2-Typical autopilot closed-loop frequency response with 
combined displacement and rate of displacement input, calcu- 
lated and experimental. ( vg = ± 0.115 volt). 
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Figure 3- Comparison of the calculated and experimental closed- 
loop frequency responses  of the servo system for a change 
of gain. 
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Figure 4- Typical open-loop servo-system response calculated 
from closed-loop response. 
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